CITY OF RIVERSIDE PUBLIC UTILITIES ﬂ
ELECTRIC T&D STANDARDS

VENTED TRAFFIC COVER
AND FRAME WITH 1"X 1/8"
BARS 1" 0.C.

3/16” SOLID TRAFFIC
SAFETY FLOOR PLATE

1" DIA. BLIND PICKUP HOLE
(TvP.)

TAMPER PROOF VENTS

TRAFFIC CARRIER BEAMS

1" DIA. COIL THREADED INSERTS
AT EACH ENDWALL

5" DIA. TERMINATORS
TYPICAL @ EA. ENDWALL

& 14" VENT KNOCKOUT

5" DIA, TERMINATORS

TYPICAL @ EA. END OF SIDEWALL

12"Dia. sump knockout

Notes:
1. Enclosure is to be furnished complete with grates, covers, tamper proof vents and

stainless steel penta head bolts.

2. Covers shall be painted, after fabrication, with one coat of rust proof primer and one
coat of aluminum paint.

3. Installation per UGS—761

DRAWN: UNDERGROUND STRUCTURES STANDARDS

CHECKED: /LS ¥ cOMMERCIAL SUBSURFACE TRANSFORMER -
APPROVEDEEQQW' ENCLOSURE (5’ X 8'-6" X 7) UGS-760
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